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The system displays the “Setting” interface if it is the first time  
you have logged in. 
Follow the prompt to set a new password, and save it.

Configure the video intercom network settings.
The IP address must be in the same subnet as  
the INT-TSI keypad.

Login to the web interface of the Dahua video intercom.
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In the ‘Indoor Manager’ settings tab, add the connection  
between the video intercom and SATEL keypad.

Set the number (VTO No.) of the video intercom  
(Factory default is:  6901).

Set the VTO No. of the video intercom (the factory default  
setting is 6901). 

Enter the name, VTO No. and IP address of the SATEL keypad. 
(the factory default VTO No. of the INT-TSI keypad is 9901).
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Configure the second video intercom network settings.

In the ‘Indoor Manager’ settings tab, add the connection be-
tween the second video intercom and the SATEL keypad using 
the same settings as the first intercom.

A correctly added INT-TSI keypad in the Dahua interface.

Set the VTO No. of the second video intercom.



11 Run TSI Builder and open the project.
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Add the “intercom” widget.

Click the add button (icon: “+”).

Add a new tab.

Open the “intercom” widget properties.
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Enter the intercom settings: name, IP address, login, password 
(the factory default VTO No. is 6901)

Add the “intercom” widget again for the second video intercom.

Enter the intercom settings: name, IP address, login, password 
(the factory default VTO No. is 6901).

Add the “intercom” widget again for the second video intercom.



20 Enter the intercom settings for the second video intercom



21 22 Build the project.Check the assigned number to the INT-TSI keypad in the TSI 
Builder widget properties.
Caution! The room number is unique, if you have more than 
one INT-TSI keypad in the system then each keypad must have 
a different room number.



23 24 After correct synchronisation, insert SD card to the keypad.Synchronise project with the SD card.


