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ABOUT

GUANGZHOU VIDEO-TECH ELECTRONICS CO.,LTD 

•	 Founded	in	1999

•	 Specialized	in	door-entry	system

•	 Unique	system	with	V-TECH	characters

•	 Fully	owned	leading	technology

•	 Excellent	agency	system

•	 High	quality	products	
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Description

Features

2-wire system 4.3” TFT monitor with touch sensor 
button

Terminal Description

Carton: 425 (H)×370 (W)×272 (D)mm

Quantity: 64PCS

Carton Package

DIP

Bus Line

1 2 3 4 5 6

ON DIP

SW+SW-RINGGND

Dimension 

4.3”

168

10
6

17

1 2 3 4 5 6

ON DIP

MODEL: DT433/D4

QA:QC: QA:

Series Number: 09080001

INSPECTION TAGS

SW+SW-RINGGNDPOW

Dimensions: 172(H)X112(W) X24(D) mm

Gross Weight: 0.46Kg

Packing Information

Single Package

•	 Touch sensor button
•	 Slim design w/o no bracket 
•	 Intercom and inner intercom
•	 Stair light and 2nd lock control
•	 Doorbell and ringer connection
•	 Supports public memory &  IPC integration & 
call transfer function via DT-IPG connection

Bus Line: BUS line terminal.
SW+,SW-: Doorbell call button connection 
port.
Ring,GND: Extra buzzer connection port.
DIP: Total 6 bits can be configured.
Bit1~Bit5: Used to User Code setting.
Bit6: Set to ON if the monitor is at the end of 
the line or works with DBC4A. Otherwise, set 
to OFF.

Product Information

L1,L2: Non-polarity bus line.
SW+,SW-: Doorbell call button connection 
port.
Ring,GND: Extra buzzer connection port.
NG: Reserved.
DIP switches: Total 6 bits can be configured.
    Bit1~Bit5: User Code setting switch.
    Bit6: Video impedance matching switch.
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